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| EXTEND CONDUIT TO

EXISTING HANDHOLE PROPOSED GEOMETRICS

APPROX. 150' PAST
THIS POINT (SEE
NOTE 2)

GENERAL NOTES

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. .
THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES |
MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL
EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THE CONFLICT MAY BE .
RESCLVED. c

2. DISCONNECT EXISTING . INTERCONNECT CABLE FROM THE CONTROLLER AND PULL-BACK TO THE NEXT HANDHOLE. INSTALL NEW

o e . UTILITY BOX

e —T RIGHT OF WAY LINE \ a HANDHOLES AND CONDUIT AND THEN RE-INSTALL CABLE THROUGH THE NEW CONDUIT TO THE EXISTING BASE MOUNTED
e ——T T . CABINET.
T N, | 3.ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE EOR CLOSED SECTIONS,
N ~ HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCE AS SPECIFIED IN MD 816.03, MD 81801,
N MD 818.02, MD - 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THTE INSTALLATION OF ALL SIGNAL
N " EQUIPMENT. | | |
N 4, ALL UNUSED CABLE SHALL BE REMOVED
. ‘o 5. CAUTION MUST BE USED WHEN BORING CONDUIT NOT TO DAMAGE EXISTING SIGNAL EQUIPMENT.
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L CONSTRUCTION DETAILS
j A. INSTALL ELECTRICAL HANDHOLE DEPAR'I%@L%‘ 87; wgg;ggmnm\l
=" 8. INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT — TRENCHED el NNt ulalicy
& C. INSTALL MICRO-LOOP PROBE |
D.. INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING | OFFICE OF TRAFFIC & SAFETY
(I E. REMOVE EXISTING HANDHOLE TRAFFIC ENGINEERING DESIGN DIVISION
1/ F, USE EXISTING HANDHOLE B
| G. USE EXISTING CONDUIT

TRAFFIC SIGNAL PLAN
MD 322 AND GLEBE RD

H. USE EXISTING BASE MOUNTED CABINET

J. CAP AND ABANDON EXISTING CONDUIT | |
K. INSTALL 3 IN. SCHEDULE 80 RIGID ELECIRICAL PVC CONDUIT - BORED
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